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PULLEY-BELTS CT/CTHBLOWER AIRFILTER
TRANSMISSION
INTAKE SILENCER
ELECTRICAL PANEL LIFTING LUGS
INVERTER
RELIEF VALVE
CHECK VALVE
DN150 PN6
SPRING LOAD BELTS ANTI-VIBRATION DAMPERS ELECTRIC MOTOR EXPANSION JOINTS
DN150 PN6
CT/CTH Flow Speed Vacuum Continuous vacuum Pressure max abs Max power pressure
m3/h I/min cfm rpm % Hg % Hg bar psi kW hp
80 850 14200 500 4500 55 16,5 50 15 21 30,5 29 39
105 1090 18200 642 4500 55 16,5 50 15 2,1 30,5 36 48
130 1300 21700 765 4200 55 16,5 50 15 2,1 30,5 45 60
lurop Jurop SpA TEL +39 0434 636811 COMPANYWITH  COMPANYWITH  COMPANYWITH
Via Groseran® 50 FAX 4390434636812 SIS SNBSS TRy

33082 Azzano Decimo, PN (Italy) www.jurop.it e-mail: info@jurop.it 1S0 9001 IS0 14001 1SO 3834-2

Jurop SpA reserves the right to make changes without notice — All components are available upon request.



